
Data sheet US2:CED6N1F

Siemens Low Voltage Molded Case Circuit Breakers Sentron Molded Case Circuit 
Breakers - Circuit Breaker Enclosures are Circuit Protection Molded Case Circuit 
Breakers. Sub Brand: SENTRON Type: CED6 Std: UL F. Rating: 50/60Hz Frame: 
ED Trip Type: THERMAL MAGNETIC Enclosure: TYPE 1F L: 23.6 W: 9.6 H: 6.6 
Operating Temperature: (-25C -- 75C) AMBIENT TEMPERATURE Environmental 
Conditions: INDOOR

Environmental conditions

ambient condition for operation INDOOR
ambient temperature during operation maximum 75 °C
ambient temperature during operation minimum -25 °C

Model

product brand name Siemens
Mechanical Design

design of the housing TYPE 1F
design of the overload release THERMAL MAGNETIC
design of the product CED6
size of the circuit-breaker ED

General product approval

standard UL
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last modified: 7/8/2021

https://www.automation.siemens.com/bilddb/index.aspx?objKey=P_USLV_XX_05976
https://www.automation.siemens.com/bilddb/interfaces/InterfaceImageDB.asmx/GetImageVariantByMLFB?interfaceuserid=TED&objecttype=60&imagevariantid=73&articlenumber=US2:CED6N1F&lang=en,XX
https://support.industry.siemens.com/cs/us/en/pv/US2%3ACED6N1F

