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Eaton GDA-63MA

Eaton GDA Series Fast-acting fuse, 0.063A, 
250 Vac, 32 Vdc (self certified)

General specifications

PRODUCT NAME Eaton Bussmann series GDA 
fast-acting fuse

CATALOG NUMBER GDA-63MA

UPC 051712431156

PRODUCT 
LENGTH/DEPTH 5.2 mm

PRODUCT HEIGHT 20 mm

PRODUCT WIDTH 5.2 mm

PRODUCT WEIGHT 0.82 g

COMPLIANCES CCC Marked  
CE Marked

CERTIFICATIONS VDE

Specifications

https://www.eaton.com/us/en-us.html


Product specifications

TYPE Electronic

APPLICATION Electronic circuits

AMPERAGE RATING 0.063A

FREQUENCY RATING - 
MAX 50 Hz

FREQUENCY RATING - 
MIN 50 Hz

MELTING (I2T) Typical: 0.0005 A

RESISTANCE 39 ohms DC cold

VOLTAGE DROP 3300 mV typical

INTERRUPT RATING 1.5 kAIC at 250 Vac

FUSE INDICATOR Non-indicating

CONNECTION Ferrule end x ferrule end

MATERIAL
Ceramic tube  
Silver-plated endcap 
construction

QUANTITY 5

VOLTAGE RATING 250 Vac, 32 Vdc (self certified)
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