
Product Tale

TYP L
Thi non-UL, extra-ąexile product, availale in the maller diameter, i
deigned for tight-pot intallation and where continuou ąexing i
required of a teel wound hoe.

Contruction:

Application:

lectro-Galvanized teel•
Helicall wound, formed trip•

OĂer good mechanical protection to wiring in a variet of OM application.•

W and RoH Compliant

ARRA: For ARRA CertiĄcation

Letter, pleae click here

All Product Proudl Made in the UA

Product
Information

CRTIFICATION &
COMPLIANC

quarelock

http://www.electriflex.com/wp-content/uploads/2016/06/Letter_of_RoHS_Conformance.pdf
http://www.electriflex.com/wp-content/uploads/2016/07/Cert-of-Origin-SL-ARRA-10-15-E.pdf
http://www.electriflex.com/
http://www.electriflex.com/


Product Tale
Internal Diameter Outer Diameter Inide end Radiu Weight tandard Length

U Trade ize Tpe Min (IN.) Max (IN.) Min (IN.) Max (IN.) tatic (IN.) L. per 100 Ft Coil (Ft.) Part #

L-316 0.172 0.202 0.280 0.310 0.75 5 250 91202

L-140 0.235 0.265 0.328 0.358 0.75 6 250 92202

5/16" L-516 0.297 0.327 0.391 0.421 0.75 7 250 93202

L-380 0.360 0.390 0.485 0.515 1.00 8 250 94202

L-716 0.422 0.452 0.547 0.577 1.00 9 250 95202

3/8" L-10 0.493 0.512 0.617 0.637 1.00 10 250 96202

L-916 0.547 0.577 0.672 0.702 1.25 12 150 99206

1/2" L-11 0.622 0.642 0.747 0.767 1.50 15 150 97202

L-11M 0.650 0.670 0.775 0.795 1.50 15 150 972021

L-340 0.735 0.765 0.865 0.895 1.50 17 150 98202

3/4" L-12 0.827 0.847 0.957 0.977 2.00 18 100 98222

1" L-13 1.041 1.066 1.191 1.216 2.00 27 50 98232

L-13M 1.102 1.122 1.252 1.272 2.00 27 50 982321

TYP UL
Thi extra-ąexile teel conduit i recognized  UL and CA for ue

within lited and certiĄed aemlie.

ee product detail 

TYP UG
A full-interlocked, non-UL ąexile teel conduit deigned for high

trength in “tight-pot” intallation.

ee product detail 

Tpe VJC
Vacuum jacketed non-UL teel conduit for high-ąex intallation.

ee product detail 

Tpe CL
CL i a nonmetallic UL Recognized nlon corrugated Mechanical

Protection Tuing (MPT) deigned for the upport and routing of

conductor and cale. It i ued a a UL / CA component within

OM equipment.

related product

http://www.electriflex.com/products/type-usl/
http://www.electriflex.com/products/type-usl/
http://www.electriflex.com/products/type-ug/
http://www.electriflex.com/products/type-ug/
http://www.electriflex.com/products/type-vjc/
http://www.electriflex.com/products/type-vjc/
http://www.electriflex.com/products/type-cl-2/

