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Features
5iEEed n\lon housing provides a secure grip and iPpact and 
chePical resistance�

6uperior cord grip design protects terPinations IroP e[cess strain�

Clear, Iunnel shaped wire entr\ Ior ease oI terPination�

Integral dust shield protects wiring chaPEer IroP dust or 
contaPinants�

Ordering Information

'eVcriStion &orG�'iameter 83& &ataloJ�1XmEer
%lack and white n\lon� �3�0�-1�1�0� ��-2���83�8�03�442+%/����

Listings
Listed to 8L 4�8
)ed�6pec� W-C-���
CertiIied to C6A C22�2 No�42

Specifications
+ousing / Cord ClaPp N\lon
TerPinal 5etainer Clear pol\carEonate
Contacts %rass
TerPinal 6crews �10-32 %rass �Phillips / 6lotted / 5oEertson�
TerPinal ClaPp Cold rolled steel ± nickel plated
AssePEl\ 6crews 6teel - nickel plated

Performance
Electrical
Current Interrupting CertiIied Ior current interrupting at Iull rated current

Dielectric Voltage Withstands 2,000V PiniPuP

Mechanical
TerPinal AccoPPodation �1� AWG - �8 AWG stranded copper wire onl\�
TerPinal IdentiIication TerPinals identiIied in accordance with 8L 4�8

Environmental
)laPPaEilit\ +% or Eetter per 8L�4 or C6A 22�2 No� 0��
2perating TePperatures 0a[iPuP Continuous ���C 0iniPuP -40�C �w/o 

iPpact�

&ompOementar\ Products
Plug +%L2��1
WeatherprooI %oot +%L�03�
)langed Inlet +%L2���
WeatherprooI %oot +%L�03�

OnOine Resources
CustoPer 8se Drawing
eCatalog
Installation Instructions

http://qacatalog.Hubbell-Wiring.com/productinformation/CustomerDrawingLibraryAssets/3A/1/M7904.pdf
http://qacatalog.hubbell-wiring.com/productinformation/ViewCatalog.aspx?Search=HBL2753
http://ecatalog.Hubbell-Wiring.com/productinformation/CustomerDrawingLibraryAssets/3A/3/PD1731.pdf

