





Superstrut

Superstrut® Channels — Hole Configurations =
Welding Combinations Half-Slot Channel &
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All Superstrut® Channels are available in a variety of combinations — STD.

some are shown here. f\AIZID':)O;IS [:"/w' (:"') (:'2 CTN. E-
. . -1200- %X 1% : e
Multiple channels are spot welded on 3" centers. B-1200-HS X Ve 1 . 2o
C-1200-HS 1% x 1% 12 500 ()
2 < E-1200-HS 1% X 2% 12 500 &
H-1200-HS 1% x 3Va 12 * D
= S) A-1400-HS 1% X 1% 14 . =

B-1400-HS 1% X %6 14 500 é’

@ 16" x 114" slots on 2" centers.

* Standard lengths 10 ft. and 20 ft. for standard cartons. I
2% 2-A 2-B Please consult your local T&B representative. g)
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=) CAT. NO. DIM. (IN.) GA. CTN. =

< A-1200-§ 1% x 1% 12 ; 8
B-1200-S 1% X % 12 - 3

g U e A-1400-S 1%x1% 14 - e
2¢ 3-A 38 B-1400-S 19 X o 14 - o

Yis" x 3" slots on 4" centers. 7]
* Standard lengths 10 ft. and 20 ft. for standard carton. C;D"

Iy I’I'N T] Please consult your local T&B representative.
Punched Channel
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CAT. NO. DIM. (IN.) GA. CTN.
A-1200-P 1% x 1% 12 500
How to Order B-1200-P 1% X %6 12 500
) H-1200-P 1% X % 12 500
10 and 20 ft. lengths — steel. Special lengths may be ordered. A-1400-P 1% x 1% 14 500
Replace the 3 last digits of the regular channel catalog number B-1400-P 1% X s 14 500
with the designation of the desired combination. %" holes on 174" centers.
Available in 10 & 20 ft. lengths.
Examples:
Two A-1200 channels back to back are ordered as A-1202. Channel with Knockouts
Two A-1200 channels back to side are ordered as A-1202-C.
Specify desired finish or material. o
**A" and “B” Series back-to-back combinations are joined using
Thomas & Betts’ steel rivet joining process. The riveted channel is offered STD.
in standard GoldGalv®, stainless steel, painted, pre-galvanized and hot-dip CAT. NO. DIM. (IN.) GA. CTN.
galvanized finishes. A-1200-K0 1% x 1% 12 -
A-1400-K0 1% x 1% 14 *

KO for 15" conaluit.
Please consult your local T&B representative.
Standard Finish — GoldGalv® brand.
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