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BALDOR-RELIANCEPFP

Product Information Packet: YPC344A - .

5HP,1625RPM,1PH,60HZ,48YZ,3414C, TEAO,F1

Part Detail

Revision: B Status: PRD/A Change #: Proprietary: No

Type: AC Prod. Type: 3414C Elec. Spec: 34WGR236 CD Diagram: CDO0798
Enclosure: TEAO Mfg Plant: Mech. Spec: 34M195 Layout: 34LYM195
Frame: 48YZ Mounting: F1 Poles: 04 Created Date: 10-21-2014
Base: YP Rotation: RS Insulation: B Eff. Date: 04-08-2016
Leads: 5#18 Replaced By:

Literature: Elec. Diagram:
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BALDOR-RELIANCEF Product Information Packet: YPC344A - .5HP,1625RPM,1PH,60HZ,48YZ,3414C, TEAO,F1

Nameplate NP1257L

CAT.NO.
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34M195R236G1
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BALDORRELIANCEF Product Information Packet: YPC344A - .5HP,1625RPM,1PH,60HZ,48YZ,3414C, TEAO,F1

AC Induction Motor Performance Data
Record # 49836 - Typical performance - not guaranteed values

Winding: 34WGR236-R001

Type: 3414C

Enclosure: TEAO

Nameplate Data

115V, 60 Hz:
Single Voltage Motor

Rated Output (HP) 5 Full Load Torque 1.62 LB-FT
Volts 115 Start Configuration direct on line
Full Load Amps 5.1 Breakdown Torque 2.8 LB-FT
R.P.M. 1625 Pull-up Torque 0.382 LB-FT
Hz 60 Phase 1 Locked-rotor Torque 0.512 LB-FT
NEMA Design Code - KVA Code D | |Starting Current 17.7A
Service Factor (S.F.) 1 No-load Current 1.75A
NEMA Nom. Eff. 0 Power Factor 0 | |Line-line Res. @ 25°C g;gg; g g‘ gu
Rating - Duty 40C AMB-CONT Temp. Rise @ Rated Load

Load Characteristics 115 V, 60 Hz, 0.5 HP
% of Rated Load 25 50 75 100 125 150
Power Factor 87 92 95 96 95 94
Efficiency 42.3 63.6 70.2 70.9 68.3 59.6
Speed 1769.5 1751.8 1725.8 1692.3 1650.7 1563.7
Line amperes 2.36 2.99 3.94 5.02 6.3 8.34
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BALDOR-RELIANCEF Product Information Packet: YPC344A - .5HP,1625RPM,1PH,60HZ,48YZ,3414C, TEAO,F1

Performance Graph at 115V, 60Hz, 0.5HP Typical performance - Not guaranteed values
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2/1/2017 ACPERF, record # 49836
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BALDOR ELECTRIC COMPANY

Typical performance - not guaranteed values.
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WINDING # 34WGR236
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BALDOR-RELIANCEF Product Information Packet: YPC344A - .5HP,1625RPM,1PH,60HZ,48YZ,3414C, TEAO,F1
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CUSTOMER IS RESPONSIBLE FOR DETERMINING THAT BALDOR’S PRODUCT WILL PERFORM SUITABLY IN THE INTENDED APPLICATION. 8]
REV. DESC: NEW
REV. LTR: - |VERSION: 00 TDR: 000000789650 BA'LDOR
FILE: \AAA\00199\030 REVISED: 11:52:08 03/18/2013 PED MOUNT 34C NEMA 48YZ TEAO TERM PANEL, EXT TBLTS
MTL: — |BY: ENBENBO SH 1 of 1
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BALDOR-RELIANCEF Product Information Packet: YPC344A - .5HP,1625RPM,1PH,60HZ,48YZ,3414C, TEAO,F1

CD0O798
MODEL 34, 35 MODEL 17
THERMAL 1-BLY
1-BLU
NOTES:
1. CONNECT LINE LEADS TO L1 AND L2.
J=BRN 2. CONNECTIONS ARE SHOWN FOR STANDARD
ROTATION (CCW FACING END OPPOSITE
SHAFT EXTENSION). INTERCHANGE
8—RED LEADS 5 AND 8 TO REVERSE ROTATION.
5—BLK 3. MULTIPLE CAPACITORS ARE CONNECTED IN
(5) PARALLEL UNLESS OTHERWISE SPECIFIED.
4, LEAD COLORS ARE OPTIONAL. LEADS MUST
B PHASE ALWAYS BE NUMBERED AS SHOWN.
4—YEL
(8
4—YEL
8-RED WHT/ORG
| {
[\
\ OIL CAP /
(@]
o
N
REV. DESC: OMIT (WHT/BLU) MARKER a
REV. LTR: D |[BY: MEM [REVISED: 10:36:40 11/25/2002] TDR: 288036 BALDOR ELECTRIC CO' o
FILE: AAADDOO7314 :
REF: CDO798 TYPE C, SV, REV, THERMAL (T'STAT IN LINE), TERM PLATE

86,000

MTL: —
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