
Product specifications

Eaton LSA275 C 06

Catalog Number: LSA275 C 06 

Eaton Crouse-Hinds series Link-Seal environmental seal, Carbon steel/zinc, 
EPDM, 3/4" or 1", Used with cast/cored hole, steel sleeve

General specifications

Eaton Crouse-Hinds series Link-Seal 

environmental seal

LSA275 C 06

782274997162

.88 in 2.68 in

.61 in .5 lb

Product Name Catalog Number

UPC

Product Length/Depth Product Height

Product Width Product Weight
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Product specifications

3/4", 1"

Cast/cored hole, steel sleeve

EMT, IMC, RSC

Ordinary/Non-Hazardous Locations

EPDM  

Carbon steel/zinc

Resources

Crouse-Hinds series Link-Seal Environmental Seal for Conduit catalog 

page

IF 1374 - Link-Seal Conduit Seals

Eaton Specification Sheet - LSA275 C 06

Trade size

Used with

Conduit type

Area classification

Material

Catalogs

Installation instructions

Specifications and datasheets

https://www.eaton.com/us/en-us.html
https://www.linkedin.com/company/eaton/
https://twitter.com/eatoncorp/
https://facebook.com/eatoncorporation/
https://www.youtube.com/EatonVideos
https://www.eaton.com/content/dam/eaton/products/conduit-cable-and-wire-management/crouse-hinds/catalog-pages/crouse-hinds-linkseal-catalog-page.pdf
https://www.eaton.com/content/dam/eaton/products/conduit-cable-and-wire-management/crouse-hinds/catalog-pages/crouse-hinds-linkseal-catalog-page.pdf
https://www.eaton.com/content/dam/eaton/products/conduit-cable-and-wire-management/crouse-hinds/instruction-sheets/crouse-hinds-if1374-instruction-sheet.pdf
https://www.eaton.com/us/en-us/skuPage.LSA275%2520C%252006.pdf

