BATL.DOR

A MEMBER OF THE ABB GROUP

BALDORRELIANCENFR

Product Information Packet

VWDL3504

.5HP,1725RPM,1PH,60HZ,56C,3520L, TEFC,F1

Copyright © All product information within this document is subject to Baldor Electric Company copyright © protection, unless otherwise noted.



BALDOR-RELIANCEPFP

Product Information Packet: VWDL3504 - .5HP,1725RPM,1PH,60HZ,56C,3520L, TEFC,F1

Part Detail

Revision: K Status: PRD/A Change #: Proprietary: No

Type: AC Prod. Type: 3520L Elec. Spec: 35WGN406 CD Diagram: CDO0001
Enclosure: TEFC Mfg Plant: Mech. Spec: 355583 Layout: 35LYS583
Frame: 56C Mounting: F1 Poles: 04 Created Date: 09-17-2012
Base: N Rotation: R Insulation: F Eff. Date: 12-14-2016
Leads: 6#18 Replaced By:

Literature: Elec. Diagram:
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BAILDORRELIANCERF Product Information Packet: VWDL3504 -

.5HP,1725RPM,1PH,60HZ,56C,3520L, TEFC,F1

Nameplate NP1496L

CAT.NO.|VWDL3504
SPEC. |35S583N406G1
HP|[.5
VOLTS|[115/230
AMP |7.4/3.7
RPM|1725
FRAME |56C
SER.F.[1.25
NEMA-NOM-EFF |68

RATING
cC
DE

HZ|60

CODE
PF

DES[N

65

PH[1

CLASS

40C AMB-CONT

6205

USABLE AT 208V/4.1

ODE 6203

ENCL|TEFC

SN

SFA 8.2/4.1
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BALDORRELIANCEFR Product Information Packet: VWDL3504 - .5HP,1725RPM,1PH,60HZ,56C,3520L, TEFC,F1

AC Induction Motor Performance Data

Record # 37353 - Typical performance - not guaranteed values

Winding: 35WGN406-R001

Type: 3520L

Enclosure: TEFC

Nameplate Data

230V, 60 Hz:
High Voltage Connection

Rated Output (HP) 5 Full Load Torque 1.51 LB-FT
Volts 115/230 Start Configuration direct on line
Full Load Amps 7.4/13.7 Breakdown Torque 4.62 LB-FT
R.P.M. 1725 Pull-up Torque 3.69 LB-FT
Hz 60 Phase 1 Locked-rotor Torque 5.49 LB-FT
NEMA Design Code N KVA Code M Starting Current 22.6 A
Service Factor (S.F.) 1.25 No-load Current 2.89 A
NEMA Nom. Eff. 68 Power Factor 65 Line-line Res. @ 25°C ;’%g; g g‘ EE
Rating - Duty 40C AMB-CONT Temp. Rise @ Rated Load 67°C
S.F. Amps 8.2/4.1 Temp. Rise @ S.F. Load 80°C

Load Characteristics 230 V, 60 Hz, 0.5 HP
% of Rated Load 25 50 75 100 125 150 S.F.
Power Factor 34 46 56 65 71 76 71
Efficiency 41.6 57.1 64.6 68 69 69 69
Speed 1783.2 1772 1759.8 1745.9 1730.5 1714.5 1730
Line amperes 2.95 3.09 3.35 3.69 4.1 4.61 4.1
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BALDOR-RELIANCEF Product Information Packet: VWDL3504 - .5HP,1725RPM,1PH,60HZ,56C,3520L, TEFC,F1

Performance Graph at 230V, 60Hz, 0.5HP Typical performance - Not guaranteed values

BALDOR ELECTRIC COMPANY WINDING # 35WGN406
, 0.5HP 1PH 60 HZ 1725RPM 230V 3520L
Typical performance - not guaranteed values. TORQUES(LB-FT): PO=4.62 PU=3.69 LR=5.49 LRA=22.6
TORQUE AMPS
GEFF TORQUE -
JiPF (LB-FT) RPM WATTS S T T T T T T T T T T T
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[ [ [ [ AN
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soF 3.2F  1,780F 800F 8.0f e
75F 3.0F  1,775F 750F 7.5F ///
, i b ; . ~N
70F 2.8F 1,770F  700f 7.0 ///
65F 26F 1,765F 650F 6.5F R //
60F 24F 1760F  600f 6.0 > < / //
i b E ; AN P
55k 22F  1,755F  ssof 5.5F / ~ e g
, z : : 5 N 7
50F 2.0F 1,750F 500F 5.0F -7
X s [ / - AN //
45F 1.8F 1,745F 450} 4.5 7 \\ et i
, i F i . // - _—
40F 1.6F 1,740F 400F 4.0F _ s —
i F ; ; o N
35F 1.4  1,735F 350F 3.5F = N
, i i z 5 - N
30F 1.2F  1,730F  300F 3.0 g o AN
i b ; ; - N
25F 1.0F 1,725F 250F 2.5F g AN
r I [ — - AN
20F 0.8F 1,720F 200F 2.0F AN
E : : ~ N
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ot 0.0t 1,700t ot 0.0 L L L L L L
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2/1/2017 ACPERF, record # 37353 PERCENT OF RATED OUTPUT (0.5 HP)
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BALDOR-RELIANCEF Product Information Packet: VWDL3504 - .5HP,1725RPM,1PH,60HZ,56C,3520L, TEFC,F1

35LYS583
510-520 = 12.25
521-528 = 13.25
529-535 = 14.12 5.73 415
536-546 = 15.50
1 208 |l 6.62
.12
-1 188 19 KEY
/_1‘38 LONG
e @ ) THERMAL
RAMEPLATEY / 5.55 é\l{:\lg%l\l)
7.19
DIA. e o 6.50
N
A1 _E | _ _ _ — 1 4.500
i/ o T 4.497
W
6250
o lo o 6245
— LEAD HOLE 4 HOLES
4 HOLES .50 N.P.T. .38—16 TAP ON
3.78 3 W/PLUGS | 462 | 5.88 DIA. B.C.
(EACH END)
FORSHEDA
SLINGER ;
(EACH END) | OMIT LOCK—WASHERS &
! | | APPLY RED SEALER UNDER
S — | | | BEARING REATINER SCREW
| — -
== | | T / HEADS & HOUSING O.D.
— S BEFORE PRESSING IN SEAL
Y -é’ 6205
Q €3]
L C___________ :ﬂ
T T 1l VA T 1 T 1 u
FRONT END DETAIL PULLEY END DETAIL O
>
%
CUSTOMER IS RESPONSIBLE FOR DETERMINING THAT BALDOR'S PRODUCT WILL PERFORM SUITABLY IN THE INTENDED APPLICATION. w
REV. DESC: F1 MTG NEED CHG 35EP3100M04 TO 35EP3100M87
REV. LTR: D VERSION: 04 TDR: 000000838520 BALDOR
FILE: \AAA\00092\912 REVISED: 06: 35: 04 02/12/2014 BY: ENROSTO STD VERT 56C TEFC 35L WD (S/P #9)
MTL: — (@) SH 1 of 1
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BALDOR-RELIANCEF Product Information Packet: VWDL3504 - .5HP,1725RPM,1PH,60HZ,56C,3520L, TEFC,F1

L

A PHASE ———_,
I km————m—m——— =N ————— -

| S —
OPTIONAL Mo N\
THERMOSTAT

|~

o

B PHASE

CENT
SWITCH

WHT/GRY

| {

I\

ELEC CAP /

1-BLU
2—WHT
3—0RG

4-YEL

J—BRN
J—BRN

8—RED
5-BLK

CD0O0O01

LINE A | LINE B JOIN
HIGH STD 1 4,5 2,3,8
HIGH OPP 1 4,8 2,3,5
LOW STD 1,3,8 2,45 -
LOW OPP 1,3,5 2,4,8 —

NOTES:

1. STANDARD ROTATION IS CCW FACING END OPPOSITE

SHAFT EXTENSION.

2. OPTIONAL THERMOSTAT IS PROVIDED WHEN SPECIFIED.
3. MULTIPLE CAPACITORS ARE CONNECTED IN PARALLEL

UNLESS OTHERWISE SPECIFIED.

4. LEAD COLORS ARE OPTIONAL.

NUMBERED AS SHOWN.

LEADS MUST ALWAYS BE

REV. DESC: REVISE TO SHOW OPTIONAL COLORS

REV. LTR: D [BY: JP

REVISED: 04,/08/99 1:16 TDR: 0178636

BALDOR ELECTRIC Co.

1000d0

1000d0

FILE: AAAOODQ7405 MDL: —

MTL: —

TYPE L, DV, REV, 6 LEADS
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